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i‘ Company Introduction

Vestouch Electronics Co., Ltd, Focusing on commercial capactive touch display,
IR touch display, indoor and outdoor digital signage advertising display.

The products use industrial grade parts, support 7x24 working life time, widely
used in shopping mall, smart education, restaurant, retail, and so on.

Due to our professional R&D team and production plant, customized
requirements can be met for different customers.

With more innovation, more dedication, and more efficiency
VesTouch provide more interactive experience
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VesTouch®

Wall Mounting
Android Advertising Display

WAL Series

21.5"/27"/32" /43" /49" /55"

Product Features

Tempered glass on surface

©

LAN+WIFI network connection

Round corner and slim body design

®

Timer on/off for multi-period

Built in Android decoding system

Support landscape and portrait

Provide with information publishing

O ©

system

®@ ® 0

Industrial grade parts with longer

life time

LED backlight, Slim design

Wall mounting Android AD Display
(WAL Series)

Specification

Model W215A1 W270A1 W320A1 WA430A1 W490A1 W550A1
Screen Size 21.5inch 27inch 32inch 43inch 49inch 55inch
Android CPU Android Dual Core ARM Cortex A9/1.6GHz

Operation System Android 4.2.2

RAM 1GB

NAND Flash 8GB

Network WIFI, LAN (3G Optional)

Resolution 1920x1080

Display Size (mm)  476.6(H)x268.1(V) 599.6(H)x338.2(V) 700.4(H)x394.9(V) 943.2(H)x531.4(V) 1075.8(H)x606(V) 1211.6(H)x682.4(V)
Product Size(mm) 544(H)x335.7(V)x47.2(D) 670(H)x408.6(V)x47.2(D) 763.4(H)x457.9(V)x70.8(D) 1013.6(H)x601.8(V)x64.4(D) 1146.2(H)x676.4(V)x63.2(D) 1282(H)x752.8(V)x63.4(D)
VESA(mm) 100x100 200x200 200x200 300x300 300x400 300x400
Brightness 250 cd/m? 300 cd/m? 400 cd/m? 450 cd/m? 450 cd/m? 450 cd/m?
Life Time 50000 Hours

Colors 16.7M

Viewing Angle 178°

Aspect Ratio 16:9

Contrast Ratio 1000:1 typ 3000:1 typ 1100:1 typ 1100:1 typ 1100:1 typ 1100:1 typ
Input Power Voltage AC 110-240 V (50Hz-60Hz)

Power Consumption 17W 31W 40W 55W 66W 81w
Program Input Port USB 2.0 x2

AV Signal Input Port VGA x1, HDMI x1, Audio x1

Supported Media Format Video: MPEG1, MPEG2, MPEG4, H.264, WMV, MKV, TS, flv Picture: JPG, JPEG, BMP, PNG, GIF Audio: MP3

Timer On/Off Support (Set by daily or weekly)

Scrolling Text

Multi Zone Display Supported by Digital Signage Software

Speakers 8Q), SW
Working Temperature 0°C ~ 40°C
Storage Temperature -10°C ~ 60°C (5°C ~ 40°C Recommended)

Accessories Remote Control, Batteries, Power Cable, WIFI Antenna, CD



VesTouch®

43"/49" /55"

Screen Size

Android CPU
Operation System
RAM

NAND Flash
Network

Resolution

Display Size(mm)
Product Size(mm)
Brightness

Life Time

Colors

Viewing Angle
Aspect Ratio
Contrast Ratio

Input Power Voltage
Power Consumption
Program Input Port
AV Signal Input Port
Supported Media Format
Time On/Off
Scrolling Text

Multi Zone Display
Speakers

Working Temperature
Storage Tmeperature

Accessories

anding Android AD Display

kAl \Neriegy

43inch 49inch 55inch
Android Dual Core ARM Cortex A9/1.6GHz

Android 4.2.2
1GB
8GB

WIFL, LAN (3G Optional)
1920x1080
531.3(H)x943(V) 606(H)x1075.8(V) 682.4(H)x1211.6(V)
657(H)x1777(V)x100(D) 730(H)x1800(V)x100(D) 805(H)x1950(V)x100(D)
450 cd/m? 450 cd/m2 450 cd/m?

50000 Hours
16.7M
178°
9:16

1100:1 typ
AC 110-240 V (50Hz-60Hz)
55w 66W 81W
USB 2.0 x2
VGA x1, HDMI x1, Audio x1
Video: MPEG1, MPEG2, MPEG4, H.264, WMV, MKV, TS, flv  Picture: JPG, JPEG, BMP, PNG, GIF Audio: MP3
Support (Set by daily or weekly)

Supported by Digital Signage Software
80, 5W
0°C ~ 40°C
-10°C ~ 60°C (5°C ~ 40°C Recommended)

Remote Control, Batteries, Power Cable, WIFI Antenna, CD



VesTouch®

Wall Mounting Android
Capacitive Touch Display

WCA Series

10 points capacitive touch, Android system

21.5"/27"/32" /43" /49" /55"

Wall mounting Android capacitive touch display
(WCA Series)

Strong anti-interference Tempered glass on surface, strong anti-shock

Connection Ports Input: USB x2  Output: HDMI x1

Product 1nput Power Voltage AC 110-240V (50Hz-60Hz)

Power Consumption 17W 31w 40W 47W 60W 78W

Working Temperature 0°C ~ 40°C

uad core Android system, fast
Flat surface, round corner and Q y E—— L10°C ~ 60°C (5°C ~ 40°C Recommended)

Specification
Model W215CA W270CA W320CA W430CA W490CA W550CA
Screen Size 21.5inch 27inch 32inch 43inch 49inch 55inch
Display Size(mm) 476.6(H)x268.1(V) 599.6(H)x338.2(V) 702.9(H)x397.6(V) 943.2(H)x531.4(V) 1075.8(H)x606(V) 1211.6(H)x682.4(V)
Resolution 1920x1080
Brightness 250 cd/m2 300 cd/m? 400 cd/m? 450 cd/m? 450 cd/m? 450 cd/m?2
PrOd UCt Featu res Panel  Contrast Ratio 1000:1 typ 3000:1 typ 1100:1 typ 1100:1 typ 1100:1 typ 1100:1 typ
Viewing Angle 178°
Aspect Ratio 16:9
High Accuracy 10 points capacitive touch @ High definition display performance Colors 16.7M
Life Time 50000 Hours
Android CPU Android Quad Core
Operation System Android 4.4.2
Android RAM DDR3 2G
@ Fast touch response speed e Full view angle performance System NAND Flash 8G
Network LAN, WIFI (3G Optional)
Product Size(mm) 544(H)x335.7(V)x47.2(D) 699.6(H)x438.2(V)x47.2(D) 793.4(H)x487.9(V)x70.8(D) 1032(H)x620.2(V)x64.4(D) 1171(H)x701(V)x63.2(D) 1312(H)x783(V)x63.4(D)
VESA(mm) 100x100 200x200 200x200 300x300 300x400 300x400
@ o Speakers 8Q), 5W,

®

slim design

response speed

Touch

Touch Type

Touch Method

Touch Accuracy
Touch Response Time
Light Transmission

Accessories

10 Points Capacitive Touch

Finger

<2m

m

<4ms

>85%

Remote Control, Batteries, Power Cable, WIFI Antenna, CD



VesTouch®

Floor Standing Android
Capacitive Touch Display

FCA Series

21.5"/27"/32"/43" /49" /55"
10 points capacitive touch, Android system

Floor standing Android capacitive touch display
(FCA Series)

21.5-27inch Design 32-55inch Design Specification
Model F215CA F270CA F320CA F430CA F490CA F550CA
Screen Size 21.5inch 27inch 32inch 43inch 49inch 55inch
Display Size(mm) 268.1(H)x476.6(V) 338.1(H)x599.6(V) 390.7(H)x696.1(V) 531.3(H)x943(V) 606(H)x1075.8(V) 682.4(H)x1211.6(V)
Product Features Resolution 1920x1080
Brightness 250 cd/m? 300 cd/m? 400 cd/m? 450 cd/m? 450 cd/m? 450 cd/m?
Panel  Contrast Ratio 1000:1 typ 3000:1 typ 1100:1 typ 1100:1 typ 1100:1 typ 1100:1 typ
Viewing Angle 178°
@ High accuracy 10 points capacitive touch @ High definition display performance Aspect Ratio 9:16
Colors 16.7M
Life Time 50000 Hours
Android CPU Android Quad Core
@ Fast touch response speed e Full view angle performance _ Operation System Andorid 44.2
Android RAM DDR3 2G
System NAND Flash 8G
Network LAN, WIFI (3G Optional)
Product Size(mm) 340(H)x1470.2(V)x80(D) 436.1(H)x1589.3(V)x80(D) 500(H)x1700(V)x95(D) 657(H)x1777(V)x100(D) 730(H)x1800(V)x100(D) 805(H)x1950(V)x100(D)
@ Strong anti-interference o Tempered glass on surface, strong anti-shock Speakers 8Q, 5W
Connection Ports Input: USB x1 Output: HDMI x1
Product Input Power Voltage AC 110-240V (50Hz-60Hz)
Power Consumption 17W 31W 40W 47W 60W 78W
Working Temperature 0°C ~ 40°C
Flat surface, round corner and @ Quad core Android system, fast response speed Storage Temperature “10°C ~ 60°C (5°C ~ 40°C Recommended)
slim design . .
Touch Type 10 Points Capacitive Touch
Touch Method Finger
Touch Touch Accuracy <2mm
Touch Resonse Time <4ms
Light Transmission >85%

Accessories Remote Control, Batteries, Power Cable, WIFI Antenna, CD



VesTouch®

Wall Mounting PC AIO
Capacitive Touch Display

WCC Series

10 points capacitive touch, Windows system

21.5"/27"/32" /43" /49" /55"

Wall mounting PC AIO capacitive touch display
(WCC Series)

Specification
Model W215CC W270CC W320CC W430CC W490CC W550CC
Screen Size 21.5inch 27inch 32inch 43inch 49inch 55inch
Display Size(mm) 476.6(H)x268.1(V) 599.6(H)x338.2(V) 702.9(H)x397.6(V) 943.2(H)x531.4(V) 1075.8(H)x606(V) 1211.6(H)x682.4(V)
Resolution 1920x1080
Prod uct Featu res Brightness 250 cd/m? 300 cd/m? 400 cd/m? 450 cd/m? 450 cd/m? 450 cd/m?
Panel  Contrast Ratio 1000:1 typ 3000:1 typ 1100:1 typ 1100:1 typ 1100:1 typ 1100:1 typ
Viewing Angle 178°
Aspect Ratio 16:9
High accuracy 10 points capacitive touch High definition display performance Colors 16.7M
Life Time 50000 Hours
Windows CPU Intel Celeron, i3, i5 CPU Optional
Memory 2G, 4G Optional
Fast touch response speed Full view angle performance Computer Hard Disk 64G, 120G SSD, or 320G, 500G HDD Optional
System  Network LAN, WIFI

Product Size(mm) 544(H)x335.7(V)x51(D) 699.6(H)x438.2(V)x51.2(D) 793.4(H)x487.9(V)x70.8(D) 1032(H)x620.2(V)x64.4(D) 1171(H)x701(V)x63.2(D) 1312(H)x783(V)x63.4(D)

@ ©

© ¢ 0 6

VESA(mm) 100x100 200x200 200x200 300x300 300x400 300x400
Speakers 8Q), 5W
StI’OI’]g anti-interference Tempered glass on surface, StI’OI’]g anti'ShOCk Connection Ports Input: USB x4, Mic x1 Output: HDMI x1, VGA x1, Audio x1
Product - 1nput Power Voltage AC 110-240V (50Hz-60Hz)
Power Consumption 28W 41W 50W 56W 71W 86W
Working Temperature 0°C ~ 40°C
Flat surface, round corner and Various of computer CPU, memory and Storage Temperature -10°C ~ 60°C (5°C ~ 40°C Recommended)
@ slim design hard disk for option Touch Type 10 Points Capacitive Touch
Touch Method Finger
Touch  Touch Accuracy <2mm
Touch Response Time <4ms
Light Transmission >85%

Accessories Power Cable, WIFI Antenna, CD



VesTouch®

Floor Standing PC AIO
Capacitive Touch Display

FCC Series
21.5"/27"/32"/43" /49" /55"

5= 10 points capacitive touch, Windows system

Floor standing PC AIO capacitive touch display
(FCC Series)

21.5-27inch Design 32-55inch Design
Specification
Model F215CC F270CC F320CC F430CC F490CC F550CC
Screen Size 21.5inch 27inch 32inch 43inch 49inch 55inch
Display Size(mm)  268.1(H)x476.6(V) 338.1(H)x599.6(V) 390.7(H)x696.1(V) 531.3(H)x943(V) 606(H)x1075.8(V)  682.4(H)x1211.6(V)
Product Features Resolution 1920x1080
Brightnes 250 cd/m? 300 cd/m? 400 cd/m? 450 cd/m? 450 cd/m? 450 cd/m?
Panel Contrast Ratio 1000:1 typ 3000:1 typ 1100:1 typ 1100:1 typ 1100:1 typ 1100:1 typ
Viewing Angle 178°
High Accuracy 10 points capactive touch High definition display performance Aspect Ratio 9:16
Colors 16.7M
Life Time 50000 Hours
Windows CPU Intel Celeron, i3, i5 CPU Optional
Fast touch response speed Full view angle performance Memory 26, 4G Optional
Windows 14 Disk 64G, 120G SSD, or 320G, 500G HDD Optional
System  Network LAN, WIFI

Product Size(mm) 340(H)x1470.2(V)x80(D) 436.1(H)x1589.3(V)x80(D) 500(H)x1700(V)x95(D) 657(H)x1777(V)x100(D) 730(H)x1800(V)x100(D) 805(H)x1950(V)x100(D)

@ 6

© ¢© 0 6

Speakers 8Q2, 5W
Strong anti-interference Tempered glass on surface, strong anti-shock Connection Ports Input: USB x4, Mic x1 Output: HDMI x1, VGA x1, Audio x1
Product Input Power Voltage AC 110-240V (50Hz-60Hz)
Power Consumption 28W 41W 50w 56W 71W 86W
Working Temperature 0°C ~ 40°C
Flat surface, round corner and Various of computer CPU, memory and Storage Temperature -10°C ~ 60°C (5°C ~ 40°C Recommended)
@ slim design hard disk for option Touch Type 10 Points Capacitive Touch
Touch Method Finger
Touch Touch Accuracy <2mm
Touch Response Time <4ms
Light Transmission >85%

Accessories Power Cable, WIFI Antenna, CD



VesTouch®

Wall Mounting Capacitive
Touch Monitor

WCM Series

21.5"/27"/32" /43" /49" /55"

Product Features

§ A

pasm EMIE| SEAd

High accuracy 10 points capacitive touch

High definition display performance

Fast touch response speed

Full view angle performance

Strong anti-interference

@ 6

Tempered glass on surface, strong anti-shock

Flat surface, round corner and

®

slim design

® © 06

Connect with external devices by VGA, HDM],
support Windows / Android system

10 points capacitive touch

D i Wall mounting capacitive touch monitor
simonun pumaus | MM S Yt wmn (WCM SerieS)

it
| | amane o | Seay
Ty

Specification

Model W215CM W270CM W320CM W430CM W490CM W550CM
Screen Size 21.5inch 27inch 32inch 43inch 49inch 55inch
Display Size(mm) 476.6(H)x268.1(V) 599.6(H)x338.2(V) 702.9(H)x397.6(V) 943.2(H)x531.4(V) 1075.8(H)x606(V) 1211.6(H)x682.4(V)
Resolution 1920x1080
Brightness 250 cd/m2 300 cd/m? 400 cd/m? 450 cd/m? 450 cd/m? 450 cd/m?2

Panel Contrast Ratio 1000:1 typ 3000:1 typ 1100:1 typ 1100:1 typ 1100:1 typ 1100:1 typ
Viewing Angle 178°
Aspect Ratio 16:9
Colors 16.7M
Life Time 50000 Hours

Product

Touch

Product Size(mm) 544(H)x335.7(V)x47.2(D) 699.6(H)x438.2(V)x47.2(D) 793.4(H)x487.9(V)x70.8(D) 1032(H)x620.2(V)x64.4(D) 1171(H)x701(V)x63.2(D) 1312(H)x783(V)x63.4(D)

VESA(mm) 100x100 200x200 200x200 300x300 300x400 300x400
Speakers 8Q), 5W

Connection Ports Input: HDMI x1, VGA x1, DVI x1, Audio x1, USB x1, TOUCH USB x1

Input Power Voltage AC 110-240V (50Hz-60Hz)

Power Consumption 15w 28W 37W 45W 57wW 75W
Working Temperature 0°C ~ 40°C

Storage Temperature -10°C ~ 60°C (5°C ~ 40°C Recommended)

Touch Type 10 Points Capactive Touch

Touch Supported System Windows, Android

Touch Method Finger

Touch Accuracy <2mm

Touch Response Time <4ms

Light Transmission >85%

Accessories Remote Control, Batteries, Power Cable, HDMI Cable, USB Cable, CD



VesTouch®

Floor Standing Capacitive
Touch Monitor

FCM Series
21.5"/27"/32"/43" /49" /55"

21.5-27inch Design

Product Features

32-55inch Design

High accuracy 10 points capacitive Touch

High definition display performance

@ Fast touch response speed

Full view angle performance

@ Strong anti-interference

Tempered glass on surface, strong anti-shock

©
@
O
@

Flat surface, round corner and
slim design

Connect with external devices by VGA, HDMI,
support Windows / Android system

10 points capacitive touch

Floos standing capacitive touch monitor
(FCM Series)

Specification

Model F215CM F270CM F320CM F430CM F490CM F550CM
Screen Size 21.5inch 27inch 32inch 43inch 49inch 55inch
Display Size(mm) 268.1(H)x476.6(V) 338.1(H)x599.6(V) 390.7(H)x696.1(V) 531.3(H)x943(V) 606(H)x1075.8(V) 682.4(H)x1211.6(V)
Resolution 1920x1080
Brightness 250 cd/m? 300 cd/m? 400 cd/m? 450 cd/m? 450 cd/m?2 450 cd/m?2

Panel Contrast Ratio 1000:1 typ 3000:1 typ 1100:1 typ 1100:1 typ 1100:1 typ 1100:1 typ
Viewing Angle 178°
Aspect Ratio 9:16
Colors 16.7M
Life Time 50000 Hours

Product Size(mm) 340(H)x1470.2(V)x80(D) 436.1(H)x1589.3(V)x80(D) 500(H)x1700(V)x95(D) 657(H)x1777(V)x100(D) 730(H)x1800(V)x100(D) 805(H)x1950(V)x100(D)

Speakers
Connection Ports

Product Input Power Voltage
Power Consumption
Working Temperature
Storage Temperature
Touch Type
Touch Supported System
Touch Method

Touch  Touch Accuracy

Touch Response Time
Light Transmission

Accessories

8Q, 5SW
Input: HDMI x1, VGA x1, DVI x1, Audio x1, USB x1, TOUCH USB x1
AC 110-240V (50Hz-60Hz)
15W 28W 37W 45W 57W 75W
0°C ~ 40°C
-10°C ~ 60°C (5°C ~ 40°C Recommended)
10 Points Capacitive Touch

Windows, Android
Finger
<2mm
<4ms
>85%

Remote Control, Batteries, Power Cable, HDMI Cable, USB Cable, CD
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VesTouch® i i if'ﬁ nurse station

Wall Mounting Android
IR Touch Display

WRA Series

% ‘i ‘: 50, ‘*"‘ , 6 points IR touch, Android system

32"/43"/49"/55"

Wall mounting Android IR touch display
(WRA Series)

Specification
Model W320RA WA430RA WA490RA W550RA
Screen Size 32inch 43inch 49inch 55inch
Display Size(mm) 698.4(H)x392.9(V) 941.2(H)x529.4(V) 1073.8(H)x604(V) 1209.6(H)x680.4(V)
Resolution 1920x1080
Brightness 400 cd/m? 450 cd/m? 450 cd/m? 450 cd/m?
PrOd UCt Featu res Panel Contrast Ratio 1100:1 typ 1100:1 typ 1100:1 typ 1100:1 typ
Viewing Angle 178°
Aspect Ratio 16:9
6 points IR touch High definition display performance Colors 16.7M
Life Time 50000 Hours
Android CPU Android Quad Core
Operation System Android 4.4.2
‘ Android RAM DDR3 2G
Fast touch response speed Full view angle performance System  NAND Flach o
Network LAN, WIFI (3G Optional)
Product Size(mm)  761.7(H)x456.2(V)x80.6(D) 1005(H)x593.2(V)x72.9(D) 1136.8(H)x667(V)x74.9(D) 1274.6(H)x745.2(V)x74.9(D)
VESA(mm) 200x200 300x300 300x400 300x400
Industrial grade parts with longer Quad core Android system, fast Speakers 80, SW
life time response speed Product  Connection Ports Input: USBx2  Output: HDMI x1
Input Power Voltage AC 110-240V (50Hz-60Hz)
Power Consumption 40W 47W 60W 78W
Working Temperature 0°C ~ 40°C
Storage Temperature -10°C ~ 60°C (5°C ~ 40°C Recommended)
Touch Type 6 Points IR Touch
Touch Method Finger, Touch Pen, or Other Non-transparent Objects
Touch Touch Accuracy £2mm
Touch Response Time <15ms
Touch Resolution 32767x32767

Accessories Remote Control, Batteries, Power Cable, WIFI Antenna, CD



VesTouch®

Floor Standing Android
IR Touch Display

FRA Series
43"/49" /55"

Product Features

e 6 points IR touch

©

High definition display performance

@ Fast touch response speed

D

Full view angle performance

@ Industrial grade parts with longer
life time

O

Quad core android syste, fast response speed

Specification

Panel

Android
System

Product

Touch

Model

Screen Size
Display Size(mm)
Resolution
Brightness
Contrast Ratio
Viewing Angle
Aspect Ratio
Colors

Life Time
Android CPU
Operation System
RAM

NAND Flash

Network

Product Size(mm) 657(H)x1777(V)x100(D)

Speakers

Connection Ports
Input Power Voltage
Power Consumption
Working Temperature
Storage Temperature
Touch Type

Touch Method

Touch Accuracy
Touch Response Time
Touch Resolution

Accessories

529.4(H)x941.2(V)

6 points IR touch, Android system

Floor standing android IR touch display
(FRA Series)

FA30RA FA90RA F550RA
49inch 55inch

604(H)x1073.8(V) 680.4(H)x1209.6(V)

1920x1080
450 cd/m?
1100:1 typ
178°
9:16
16.7M
50000 Hours
Android Quad Core
Android 4.4.2
DDR3 2G
8G
LAN, WIFI (3 Optional)
730(H)x1800(V)x100(D)
6W, 8Q
Input: USB x2 Output: HDMI x1

AC 110-240V (50Hz-60Hz)
47W 60W 78W

0°C ~ 40°C
-10°C ~ 60°C (5°C ~ 40°C Recommended)
6 Points IR Touch

43inch

805(H)x1950(V)x100(D)

Finger, Touch Pen, or Other Non-transparent Objects
+2mm
<15ms
32767x32767

Remote Control, Batteries, Power Cable, WIFI Antenna, CD



VesTouch®

Wall Mounting PC AIO
IR Touch Display

WRC Series

32"/43" /49" /55"

Product Features

6 points IR touch

High definition display performance

Fast touch response speed

Full view angle performance

Industrial grade parts with longer

life time

Various of computer CPU, memory and

hard disk for option

Specification

Panel

Computer

System

Product

Touch

Model

Screen Size

Display Size(mm)
Resolution
Brightness

Contrast Ratio
Viewing Angle
Aspect Ratio

Colors

Life Time

Windows CPU
Memory

Hard Disk

Network

Product Size(mm)
VESA(mm)

Speakers
Connection Ports
Input Power Voltage
Power Consumption
Working Temperature
Storage Temperature
Touch Type

Touch Method
Touch Accuracy
Touch Response Time
Touch Resolution

Accessories

6 points IR touch, Windows system

Wall mounting PC AIO IR touch display
(WRC Series)

W320RC W430RC W490RC
32inch 43inch 49inch
698.4(H)x392.9(V) 941.2(H)x529.4(V) 1073.8(H)x604(V)

1920x1080
400 cd/m?2 450 cd/m? 450 cd/m?
1100:1 typ 1100:1 typ 1100:1 typ
178°
16:9
16.7M

50000 Hours
Intel Celeron, i3, i5 CPU Optional
2G, 4G Optional
64G, 120G SSD, or 320G, 500G HDD Optional
LAN, WIFI
761.7(H)x456.2(V)x80.6(D) 1005(H)x593.2(V)x72.9(D) 1136.8(H)x667(V)x74.9(D)
200x200 300x300 300x400
8Q), 5W
Input: USB x4, Mic x1 ~ Output: HDMI x1, VGA x1, Audio x1
AC 110-240V (50Hz-60Hz)
50W 56W 71W
0°C ~ 40°C
-10°C ~ 60°C (5°C ~ 40°C Recommended)
6 Points IR Touch
Finger, Touch Pen, or Other Non-transparent Objects
+2mm
<15ms
32767x32767
Power Cable, WIFI Antenna, CD

W550RC

55inch
1209.6(H)x680.4(V)

450 cd/m?
1100:1 typ

1274.6(H)x745.2(V)x74.9(D)
300x400

86W



VesTouch®

Floor Standing PC AIO
IR Touch Display

FRC Series

43"/49"/55"

Product Features

6 points IR touch, Windows system

Floor standing PC AIO IR touch display
(FRC Series)

6 6 points IR touch

@

@ Fast touch response speed

D

@ Industrial grade parts with longer
life time

o

Specification
Model F430RC F490RC F550RC
Screen Size 43inch 49inch 55inch
Display Size(mm) 529.4(H)x941.2(V) 604(H)x1073.8(V) 680.4(H)x1209.6(V)
Resolution 1920x1080
Brightness 450 cd/m?
Panel  Contrast Ratio 1100:1 typ
Viewing Angle 178°
Aspect Ratio 9:16
High definition display performance Colors 16.7M
Life Time 50000 Hours
Windows CPU Intel Celeron, i3, i5 CPU Optional
Windows  Memory 2G, 4G Optional
System  Hard Disk 64G, 120G SSD, or 320G, 500G HDD Optional
Full view angle performance Network LAN, WIFI
Product Size(mm)  657(H)x1777(V)x100(D) 730(H)x1800(V)x100(D) 805(H)x1950(V)x100(D)
Speakers 8Q, 5W
Connection Ports Input: USB x4, Micx1 ~ Output: HDMI x1, VGA x1, Audio x1
Various of computer CPU, memory and Product  1nput Power Voltage AC 110-240V (50Hz-60Hz)
hard disk for option Power Consumption 56W 71W 86W
Working Temperature 0°C ~ 40°C
Storage Temperature -10°C ~ 60°C (5°C ~ 40°C Recommended)
Touch Type 6 Points IR Touch
Touch Method Finger, Touch Pen, or Other Non-transparent Objects
Touch  Touch Accuracy +2mm
Touch Response Time <15ms
Touch Resolution 32767x32767

Accessories Power Cable, WIFI Antenna, CD



VesTouch®

Wall Mounting IR Touch Monitor

WRM Series

32"/43"/49"/55"

Product Features

Specification

Model

Screen Size
Display Size(mm)
Resolution
Brightness

Panel Contrast Ratio
Viewing Angle
Aspect Ratio

6 points IR touch

Colors

Life Time
High definition display performance

VESA(mm)

Fast touch response speed

Speakers
Connection Ports
. Product
Full view angle performance Input Power Voltage
Power Consumption

Working Temperature

Industrial grade parts with longer

life time

Storage Temperature

Connect with external devices by VGA, HDMI, Touch Type

Touch Supported System

support Windows / Android system Touch  Touch Method

Touch Accuracy

Touch Response Time
Touch Resolution

Accessories

W320RM

32inch

698.4(H)x392.9(V)

400 cd/m?
1100:1 typ

Product Size(mm)  761.7(H)x456.2(V)x80.6(D)

200x200

37W

6 points IR touch

Wall mounting IR touch monitor
(WRM Series)

WA430RM W490RM W550RM
43inch 49inch 55inch
941.2(H)x529.4(V) 1073.8(H)*x604(V) 1209.6(H)x680.4(V)

1920x1080
450 cd/m? 450 cd/m?2 450 cd/m?2
1100:1 typ 1100:1 typ 1100:1 typ
178°
16:9
16.7M

50000 Hours
1005(H)x593.2(V)x72.9(D) 1136.8(H)x667(V)x74.9(D) 1274.6(H)x745.2(V)x74.9(D)
300x300 300x400 300x400
8Q), 5W
Input: HDMI x1, VGA x1, DVI x1, Audio x1, USB x1, TOUCH USB x1
AC 110-240V (50Hz-60Hz)
45W 57W 75W
0°C ~ 40°C
-10°C ~ 60°C (5°C ~ 40°C Recommended)
6 Points IR Touch
Windows, Android
Finger, Touch Pen, or Other Non-transparent Objects
£2mm
<15ms
32767x32767
Remote Control, Batteries, Power Cable, HDMI Cable, USB Cable, CD



VesTouch®

Floor Standing IR Touch Monitor

FRM Series

43" /49" /55"
6 points IR touch
Floor standing IR touch monitor
Y INEES)
Specification
Model F430RM F490RM F550RM
Screen Size 43inch 49inch 55inch
Display Size(mm) 529.4(H)x941.2(V) 604(H)x1073.8(V) 680.4(H)x1209.6(V)
Resolution 1920x1080
Product Features Brightness 450 cd/m?
Panel Contrast Ratio 1100:1 typ
Viewing Angle 178°
Aspect Ratio 9:16
e 6 points IR touch @ High definition display performance Colors 16.7M
Life Time 50000 Hours
Product Size(mm) 657(H)x1777(V)x100(D) 730(H)x1800(V)x100(D) 805(H)x1950(V)x100(D)
Speakers 6W, 8Q
@ Fast touch response speed e Full view angle performance Connection Ports Input: HDMI x1, VGA x1, DVI x1, Audio x1, USB x1, TOUCH USB x1
Product Input Power Voltage AC 110-240V (50Hz-60Hz)
Power Consumption 45W 57w 75W
Working Temperature 0°C ~ 40°C
@ Industrial grade parts with longer @ Connect with external devices by VGA, HDM], Storage Temperature -10°C ~ 60°C (5(? ~ 40°C Recommended)
. . Touch Type 6 Points IR Touch
life time support Windows / Android system Touch Supported System Windows, Android
Touch Touch Method Finger, Touch Pen, or Other Non-transparent Objects
Touch Accuracy £2mm
Touch Response Time <15ms
Touch Resolution 32767x32767

Accessories Remote Control, Batteries, Power Cable, HDMI Cable, USB Cable, CD



VesTouch®

Wall Mounting
Commercial Monitor

WM1 Series

21.5"/32"/43" /49" /55"

Product Features

Industrial grade parts with longer
life time

@ High definition display performance

@ Support 7x24 working mode

e Full view angle performance

Q Full metal casing, strong
anti-interference

@ VGA/HDMI/YPbPr/CVBS connection ports,
support RS232 protocol

Specification

Model
Screen Size

Display Size(mm)

476.6(H)x268.1(V)

-

i | e

HD display, support RS232 protocol

Wall mounting commercial monitor
(WM1 Series)

W215M1 W320M1 W430M1 W490M1 W550M1
21.5inch 32inch 43inch 49inch 55inch
700.4(H)x394.9(V) 943.2(H)x531.5(V) 1075.8(H)x606(V) 1211.6(H)x682.4(V)

Product Size(mm)  529.6(H)x324.1(V)x45.8(D) 755.4(H)x449.9(V)x69.4(D) 995.6(H)x589.9(V)x61.4(D) 1128.2(H)x664.5(V)x61(D) 1264(H)x740.9(V)x60.4(D)

Resolution
VESA(mm)
Brightness

Life Time

Colors

Viewing Angle
Aspect Ratio
Contrast Ratio
Connection Ports
Input Power Voltage
Power Consumption
Working Temperature
Storage Temperature

Accessories

1920x1080
100x100 200x200 200x200
250 cd/m? 400 cd/m? 450 cd/m?
50000 Hours
16.7M
178°
16:9
1000:1 typ 1100:1 typ 1100:1 typ 1100:1 typ
Input: USB x1, HDMI x1, VGA x1, YPbPr x1, AV x2, Audio x2, RS232 x1 Output: AV x1, RS232 x1
AC 110-240 V (50Hz-60Hz)
15w 37W 45W 57w 75W
0°C ~ 40°C
-10°C ~ 60°C (5°C ~ 40°C Recommended)
Remote Control, Batteries, Power Cable, VGA Cable, CD

300x400 300x400
450 cd/m?2 450 cd/m?2

1100:1 typ
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